Quick guide to the 1541 Ultimate-II

Thank you for purchasing the 1541 Ultimate-l1"-board: The versatile storage solution
for your Commeoedore 64 computer. Although the installation and use of the 1541
Ultimate-Il are designed to e intuitive, this quick guide shows you the basic
functions.

Installation

Take the 1541 Ultimate-ll, and carefully slide it into the cartridge slot of your C=64.
Connect a serial cable between the serial port connector to the serial port of the
computer. In case you want to use a configuration with a real drive, connect the
computer to the drive first and then use the feed through of the drive to attach the
1541 Ultimate-ll as the last device in the chain.

Unpack the MircoSD card, and use a modern PC or Mac to transfer your favorite
floppy disk images (.D64 or .Gé4 files), tape archives {.T64 files), tape images (.TAP
files), SID music (.SID files) or separate programs (.PRG files} to your MicroSD. You can
use the adapter to use this MicroSD in a generic card reader.

Insert the MicroSD carefully into the 1541 Ultimate-ll. Make sure that the golden
contacts of the card are facing up! So, cnce again, the text on the MicroSD is thus
facing down! Depending on the board revision, you might need a sharp object to
insert and remove the MicroSD card. Please, do this carefully!

Concept of operation .

The main feature of the 1541 Ultimate-Il is the hardware implementation of the
CBM1541 drive {and derivates), with an emulation of the actual floppy drive
mechanism. In order to let a 1541 drive work, it needs floppy disks. On the 1541
Ultimate-ll, these floppy disks are virtual. These virtual disks exist in the form of a file on
a storage device, such as the MicroSD card, or on a USB storage device. It is
therefore required as the user, to make a ‘logical link' between A) the 1541 drive in
the cartridge and B) the disk image file (.Dé64/.Gé4). This process is called ‘mount’.
After mounting (which will take a few seconds to complete), the 1541 can access
the image file as if it was a real floopy. All standard commands that you are familiar
with using a real CBM1541 drive then apply.

The 1541 Ultimate-Il provides a user friendly menu driven interface, which can be
accessed by pressing the middle button on the back of the cartridge. Pressing this
butten will interrupt the currently running program on the C=64 and show the menu.
Leaving the menu will resume the C=64 gracefully. The main two functions of the
menu are: 1) file selection, 2} configuration of the 1541 Ultimate cartridge.

The menu starts with showing the available storage devices that are attached to the
cartridge. By default, it will only show the SdCard, as it is the only built-in storage
device. When USB-sticks are inserted, one or more items will appear in this list. This
screen is the ‘root’ of the file system. Use the cursor keys to navigate through the file






